
GENERAL LABORATORY APPARATUS 
 

WS 7200 TO WS 7275 Laboratory Glassware 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Volumetric flasks. 
Graduated one mark with stopper. Ref 1621 
Cat. No Capacity 
WS 7232 10 ml 
WS 7233 25 ml 
WS 7234 50 ml 
WS 7235 100 ml 
WS 7236 250 ml 
WS 7237 500 ml 
WS 7238 1 000 ml 
WS 7239 2 000 ml 

 

 
Reagent bottles. 
Narrow mouth, clear glass. Ref : 1401 
Cat. No Capacity 
WS 7240 30 ml 
WS 7241 60 ml 
WS 7242 125 ml 
WS 7243 250 ml 
WS 7244 500 ml 
WS 7245 1 000 ml 
WS 7246 2 500 ml 
WS 7247 5 000 ml 
WS 7248 10 000 ml  

 
Dropping bottle. 
Clear. Ref : 1451 
Cat. No Capacity 
WS 7249 30 ml 
WS 7250 60 ml 
WS 7251 125 ml 

 

 
Dropping pipettes. 
Straight tip. Ref : 1456 
Cat. No Capacity  
 
Conical flasks, Erlenmeyer. 
Borosilicate glass, narrow mouth. Ref : 1121 
Cat. No Capacity 
WS 7255 50 ml 
WS 7256 100 ml 
WS 7257 150 ml 
WS 7258 250 ml 
WS 7259 500 ml 
WS 7260 1 000 ml 
WS 7261 2 000 ml 
WS 7262 3 000 ml 

 

 
Watch glass/beaker covers. Ref : 1175 
Cat. No Diameter 
WS 7269 60 mm 
WS 7270 70 mm 
WS 7271 80 mm 
WS 7272 90 mm 
WS 7273 100 mm 
WS 7274 120 mm 
WS 7275 150 mm 

 

 

Cat. No Capacity Ref : 1101 
WS 7200 50 ml 
WS 7201 100ml 
WS 7202 150 ml 
WS 7203 250 ml 
WS 7204 400 ml 
WS 7205 500 ml 
WS 7206 600 ml 
WS 7207 800 ml 
WS 7208 1 000ml 
WS 7209 2 000 ml 
WS 7210 3 000 ml 
WS 7211 5 000 ml 

 

 
Glass measuring cylinders.  
Graduated with spout 
Cat. No   
WS 7212 5 ml 
WS 7213 10 ml 
WS 7214 25 ml 
WS 7215 50 ml 
WS 7216 100 ml 
WS 7217 250 ml 
WS 7218 500 ml 
WS 7219 1 000 ml 
WS 7220 2 000 ml 

    

 
Graduated with stopper.  Ref : 1603 
Cat. No Capacity 
WS 7221 50 ml 

 

 
Tarson Measuring cylinder (Tall form). 
Rigid plastic with spout 
Cat. No Capacity 
WS 7222 50 ml 
WS 7223 100  ml 
WS 7224 500 ml 
WS 7225 1 000 ml 
WS 7226 2 000ml 

 

 
 
Filter flasks, with side tubulature. Ref 1431/1432 
Cat. No Capacity 
WS 7227 250 ml 
WS 7228 500 ml 
WS 7229 1 000 ml 
WS 7230 2 500 ml 

WS 7231 5 000 ml 

 

 
 
Weighing bottle. 
Low form. Ref : 1302 
Cat. No Dia. x H 
WS 7263 40/25 mm 
WS 7264 50/30 mm 
WS 7265 70/35 mm 

 

 
Petri dish. Ref : 1177 
Cat. No Diameter 
WS 7266 100 mm 
WS 7267 120 mm 
WS 7268 150 mm 

 

 

 

    

 

 

 

 

 

 

 

 



GENERAL LABORATORY APPARATUS 
 

WS 7276 TO WS 7349 Laboratory Glassware 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

Burette with rubber tubing connection. 
Mohr type, graduated. Ref : 1641 
Cat. No Capacity  
WS 7306 50 ml  
 
Burette with straight  
stopcock. Graduated. Ref : 1642 
Cat. No Capacity  
 
Burette with straight 
PTFE stopcock. Graduated. Ref : 1642P 
Cat. No Capacity  
WS 7321 25 ml  
WS 7322 50 ml  
 
Standard funnel 60° 
Approx. Short stem. Ref : 1504 
Cat. No Dia. x L 
WS 7323 40/40 mm 
WS 7324 50/50 mm 
WS 7325 60/60 mm 
WS 7326 75/75 mm 
WS 7327 90/90 mm 
WS 7328 100/100 mm 
WS 7329 120/120 mm 
WS 7330 150/150 mm 

 

 
Separating funnel, 
Pear shape. Ref : 1543 
Cat. No Capacity 
WS 7345 60 ml 
WS 7346 125 ml 
WS 7347 250 ml 
WS 7348 500 ml 
WS 7349 1 000 ml 

 

 

 

Test tubes, with rim. Ref : 1232 
Cat. No Capacity 
WS 7276 16/150 mm 

 

 
Desiccator with porcelain plate. Ref : 1351 
Cat. No Diameter 
WS 7277 150 mm 
WS 7278 180 mm 
WS 7279 210 mm 
WS 7280 240 mm 
WS 7281 300 mm 

 

 
Desiccator. Ref : 1354  
Cat. No Diameter 
WS 7282 150 mm 
WS 7283 180 mm 
WS 7284 210 mm 
WS 7285 240 mm 
WS 7286 300 mm 

 

 
Specific gravity. Ref : 1861 
Cat. No  Capacity  

 
Measuring pipettes, 
Graduated to extreme tip. Ref : 1631 
Cat. No Capacity 
WS 7290 0.5 ml 
WS 7291 1 ml 
WS 7292 2 ml 
WS 7293 5 ml 
WS 7294 10 ml 
WS 7295 25 ml 
WS 7296 50 ml 

        

 
Bulb pipettes, 
Graduated one mark. Ref : 1633 
Cat. No Capacity  
WS 7297 1 ml  
WS 7298 2 ml  
WS 7299 5 ml  
WS 7300 10 ml  
WS 7301 15 ml  
WS 7302 20 ml  
WS 7303 25 ml  
WS 7304 50 ml  
WS 7305 100 ml  
 
Evaporating dish, 
Flat bottom. Ref : 1171 
Cat. No Diameter  
WS 7331 60 mm  
WS 7332 90 mm  
WS 7333 120 mm  
 
Crystallizing dish. Ref : 1173 
Cat. No Diameter  
WS 7334 90 mm  
WS 7335 150 mm  
 
Specimen jar. Ref : 1471 
Cat. No Diameter  
WS 7336 45/90 mm  
WS 7337 60/90 mm  
WS 7338 60/180 mm  
WS 7339 60/240 mm  
WS 7340 75/120 mm  
WS 7341 75/210 mm  
WS 7342 90/210 mm  
WS 7343 90/240 mm  
WS 7344 120/240 mm  
 

 

 

 

 

        

 

 

 

 



GENERAL LABORATORY APPARATUS 
 

WS 7350 TO WS 7414  Laboratory Glassware 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

Plastic funnel. Ref : 1504P 
Cat. No Diameter 
WS 7374 50 mm 
WS 7375 75 mm 
WS 7376 90 mm  
 
Porcelain/Mortar and pestles 
Porcelain crucible, high wall with lid. Ref : C1-7 
Cat. No Capacity 
WS 7377 15 ml 
WS 7378 18 ml 
WS 7379 20 ml 
WS 7380 25 ml 
WS 7381 30 ml 
WS 7382 35 ml 
WS 7383 40 ml 
WS 7384 50 ml 

 

 
Porcelain crucible, low wall with lid. Ref : C10-14 
Cat. No Capacity 
WS 7385 15 ml 
WS 7386 18 ml 
WS 7387 25 ml 
WS 7388 30 ml 
WS 7389 45 ml 
WS 7390 50 ml  
 
Porcelain crucible, medium wall with lid. Ref : C 18-
26 
Cat. No Capacity 
WS 7391 10 ml 
WS 7392 15 ml 
WS 7393 18 ml 
WS 7394 20 ml 
WS 7395 25 ml 
WS 7396 30 ml 
WS 7397 40 ml 
WS 7398 50 ml 
WS 7399 100 ml 

 

WS 7400 150 ml  
 
Basins, round bottom with spout. Ref : C 47-63 
Cat. No Capacity 
WS 7401 40 ml 
WS 7402 50 ml 
WS 7403 60 ml 
WS 7404 75 ml 
WS 7405 100 ml 
WS 7406 125 ml 
WS 7407 150 ml 
WS 7408 180 ml 
WS 7409 200 ml 
WS 7410 250 ml 
WS 7411 300 ml 
WS 7412 350 ml 
WS 7413 380 ml 
WS 7414 400 ml 

 

 

Graduated cone shape. Ref : 1612 
Cat. No Capacity  
WS 7350 10 ml  
WS 7351 20 ml  
WS 7352 50 ml  
WS 7353 100 ml  
WS 7354 250 ml  
WS 7355 500 ml  
WS 7356 1 000 ml  

 
Metal Beakers with spout and graduated 
Cat. No Capacity 
WS 7357 100 ml 
WS 7357/1 250 ml 
WS 7357/2 500 ml 
WS 7357/3 1 000 ml 
WS 7357/4 2 000 ml  

 
Aspirator bottle with 
stopper and stopcock. Ref : 1422 
Cat. No Capacity 
WS 7358 5 000 ml 
WS 7359 10 000 ml 

 

 
Connection tube ‘T’. Ref : 1224 
Cat. No Diameter  
WS 7361 7 mm  

 
Plastic beaker, 
Graduated. Ref : 1101P 
Cat. No Capacity 
WS 7362 100 ml 
WS 7363 250 ml 
WS 7364 500 ml 
WS 7365 1 000 ml 
WS 7366 2 000 ml 
WS 7367 5 000 ml 

 

 
Plastic beaker with  
handle, graduated. Ref : 1105P 
Cat. No Capacity 
WS 7368 2 000 ml 

 

 
Plastic wash bottle. Ref : 1313P 
Cat. No Capacity  
WS 7369 250 ml  
WS 7370 500 ml  
 
Plastic aspirator 
bottle. Ref : 1422P 
Cat. No Capacity 
WS 7371 5 000 ml 
WS 7372 10 000 ml 
WS 7373 25 000 ml 

 

 

 

 



GENERAL LABORATORY APPARATUS 
 

WS 7415 TO WS 7470  Laboratory Glasswares & Support bases/Sleeves and clamps/Laboratory tongs/Miscellaneous 
items 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

WS 7441 Support base 200x130 mm with rod 10 mm 
dia. x 600 mm. Retort stand. 

 
WS 7442 Tripod stand 
 
WS 7443 Bosshead 
 
WS 7444  Retort clamp. 
 
WS 7445  Mohr clip. 
 
WS 7446  Crucible tong. 
Length 225 mm. 
 
Rubber stoppers  
Solid, 1 & 2 holes 
 
WS 7447 9 mm 
WS 7448 11 mm 
WS 7449 13 mm 
WS 7450 15 mm 
WS 7451 17 mm 
WS 7452 19 mm 
WS 7453 21 mm 
WS 7454 23 mm 
WS 7455 25 mm 
WS 7456 27 mm 
WS 7457 29 mm 
WS 7458 31 mm 

 
 

 

WS 7459 33 mm  
WS 7460 35 mm  
WS 7461 37 mm  
WS 7462 39 mm  
WS 7463 51 mm  
 
Round aluminium scoops 
Cat. No Cap. Size 
WS 7464 325 ml 245x80mm 

WS 7465 1 000 ml 335x120mm 
WS 7466 2 600 ml 420x160mm 

 

 
Trowels 
WS 7467  Trowel 60x140mm 
WS 7468  Trowel 100 mm, pointed type 
WS 7469   Cement trowel 
WS 7470   Rectangular trowel 120x250mm 
 

 

Porcelain basins, 
Casseroles with handle. Ref : C82-87 
Cat. No Capacity 
WS 7415 125 ml 
WS 7416 150 ml 
WS 7417 200 ml 
WS 7418 250 ml 
WS 7419 500 ml 

 

 
Combustion boats, 
Unglazed. Ref : C97 
Cat. No Diameter 

 
 
Funnel with perforated 
filter disc. Ref : C 143-151 
Cat. No Capacity 
WS 7421 40 mm 
WS 7422 55 mm 
WS 7423 70 mm 
WS 7424 90 mm 
WS 7425 110 mm 
WS 7426 125 mm 
WS 7427 150 mm 
WS 7428 200 mm  
 
Mortar with pestle, 
glazed. Ref : C154-158-1 
Cat. No Diameter 
WS 7429 60 mm 
WS 7430 80 mm 
WS 7431 100 mm 
WS 7432 130 mm 
WS 7433 160 mm 
WS 7434 210 mm 
WS 7435 300 mm 

 

 
Pipeclay triangle. Ref : C197 
Cat. No Length  
 
Perforated crucible, 
with lid. Ref : C34-37 
Cat. No Capacity  
WS 7437 25 ml  
WS 7438 30 ml  
WS 7439 35 ml  
WS 7440 50 ml  
 

 

 

 



GENERAL LABORATORY APPARATUS 
 

WS 7471 TO WS 7498/3 Thermometers & General Laboratory 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

DIAL LABORATORY THERMOMETERS, for general  
purpose use, and also specially suitable for temperature  
measurement of freshly mixed concrete, bituminous mixtures. 
Stainless steel stem 200 mm long and dial dia. 50 mm. 
 
WS 7471 Range :  -10 °C to 110 °B 
WS 7472 Range :   30 °C to 250 °C 
WS 7473 Range :   30 °C to 400 °C 
 
POCKET DIAL THERMOMETERS,  for general purpose use,  
and also specially suitable for temperature  
measurement of freshly mixed concrete, bituminous mixtures. 
 
WS 7474 Range : - 10 °C to 110 °C 
WS 7475 Range :   30 °C to 250 °C 

 
WS 7476 Range : - 30 °C to 50 °C 
 
STOPWATCH, dial type, non-magnetic.  
 
WS 7477 Precision to 0.1 second. 
 
DIGITAL VERNIER CALIPER, 
 
WS 7478 Range   : 0 to 150 mm 
  Accuracy : 0.01 mm 
 
WS 7479 SOFT BRUSH for cleaning sieves. 
 
 
WS 7480 FINE WIRE BRUSH 
WS 7481 BOTTLE BRUSH, dia. 20 mm 
WS 7482 BOTTLE BRUSH, dia. 50 mm 
WS 7483 BRISTLE round dia. 35 mm 
WS 7484 BRISTLE flat width, 62 mm 
WS 7485 SIEVE BRUSH, double-ended, brass/nylon. 
WS 7486 SIEVE BRUSH, nylon double-ended 
WS 7487 STEEL HAMMER, 300 g 
WS 7488 STEEL MALLET, 1 000 g 
WS 7489 RUBBER MALLET, 55 mm head dia.  
WS 7490 STEEL PICK MATTLOCK 
WS 7491 DENSITY CHISEL, 300 mm long 
WS 7492 DENSITY PICK, small size 
WS 7493 WARM AIR DRIER, for general laboratory  
purposes, to dry soil and aggregate samples. 220-240V, 50Hz, 
1pH 
WS 7494 BUTANE THREE-BURNER FIELD HEATER,  
to be utilised with a common butane cylinder 
WS 7495 HOTPLATES, complete with temperature multi- 
purpose switch. Rectangular 250 x 350 mm 
WS 7496 HOTPLATES, complete with temperature multi- 
purpose switch. Round 185 mm 
 
WS 7497 PORTABLE VACUUM PUMP, China  with  0.25 hp 
complete with rubber tubing 3 metre long. 
WS 7498 BUTANE CYLINDER, for WS 7494 
WS 7498/1 TEST PEN 
WS 7498/2 PLIER 
WS 7498/3 ALLEN KEY 

 

 

 

 

 



GENERAL LABORATORY APPARATUS 
 

WS 7499 TO WS 7561  Filter Papers 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

FILTER PAPERS 
 
Ref : 101 
For Qualitative Grade, fast. 
Box quantity of 100 circles or 100 sheets as appropriate. 
China 
 
WS 7499 11.0 cm  WS 7501 15.0 cm 
WS 7500 12.5 cm 
 
Ref : 102 
For Qualitative Grade, Medium. 
Box quantity of 100 circles or 100 sheets as appropriate. 
China 
 
WS 7502    7.0 cm  WS 7505 12.5 cm 
WS 7503    9.0 cm  WS 7506 15.0 cm 
WS 7504 11.0 cm  WS 7507 18.0 cm  
 
Ref : 201 
For Quantitative Grade, Fast. 
Box quantity of 100 circles or 100 sheets as appropriate. 
China 
 
WS 7508   9.0 cm  WS 7511 15.0 cm 
WS 7509 11.0 cm  WS 7512 18.0 cm 
WS 7510 12.5 cm 
 
Whatman Filter Paper, No 1 
Qualitative, general application, box quanitity of 100 circles. 
 
WS 7513   7.0 cm  WS 7518 18.5 cm 
WS 7514   9.0 cm  WS 7519 24.0 cm 
WS 7515 11.0 cm  WS 7520 32.0 cm 
WS 7516 12.5 cm  WS 7521 40.0 cm 
WS 7517 15.0 cm   
 
Whatman Filter Paper, No 2 
Qualitative, general application, box quanitity of 100 circles. 
 
WS 7522   7.0 cm  WS 7526 15.0 cm 
WS 7523   9.0 cm  WS 7527 18.5cm 
WS 7524 11.0 cm  WS 7528 24.0 cm 
WS 7525 12.5 cm  WS 7529 40.0 cm 
 
 

 
                                      WS 7513 to WS 7521                                     
 

Whatman Filter Paper, No 3 
Qualitative, general application, box quanitity of 100 circles. 
 
WS 7530   7.0 cm  WS 7534 15.0 cm 
WS 7531   9.0 cm  WS 75835 18.5 cm 
WS 7532 11.0 cm  WS 7856 24.0 cm 
WS 7533 12.5 cm   
 
Whatman Filter Paper, No 4 
Qualitative, general application, box quanitity of 100 circles. 
 
WS 7537   7.0 cm  WS 7541 15.0 cm 
WS 7538   9.0 cm  WS 7542 18.5 cm 
WS 7539 11.0 cm  WS 7543 24.0 cm 
WS 7540 12.5 cm 
 
Whatman Filter Paper, No 6 
Qualitative, general application, box quanitity of 100 circles. 
 
WS 7544   12.5 cm WS 7545 15.0 cm 
 
Whatman Filter Paper, No 52 
Qualitative, general application, box quanitity of 100 circles. 
 
WS 7546   11.0 cm WS 7548 15.0 cm 
WS 7547   12.5 cm  
 
Whatman Filter Paper, No 54, hardened 
Box quanitity of 100 circles. 
 
WS 7549   9.0 cm  WS 7552 15.0 cm 
WS 7550 11.0 cm  WS 7553 24.0 cm 
WS 7551 12.5 cm 
 
Whatman Filter Paper, No 540, hardened ashless 
Box quanitity of 100 circles. 
 
WS 7554   9.0 cm  WS 7557 12.5 cm 
WS 7556 11.0 cm  WS 7558 15.0 cm 
 
Whatman Filter Paper, No 541, hardened ashless 
Box quanitity of 100 circles. 
 
WS 7559   7.0 cm  WS 7561 32.0 cm 
WS 7560 15.0 cm  
 

 
WS 7549 to WS 7553 



GENERAL LABORATORY APPARATUS 
 

WS 7562 TO WS 7594  General Laboratory Hardware 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

MEASURING SCOOPS 
 
Material: Galvanised 
  dia x scoop length  Capacity 
WS 7562    50 x 100 mm     100 ml 
WS 7563    75 x 150 mm      250 ml 
WS 7564  100 x 200 mm     500 ml 
WS 7565  115 x 250 mm   1000 ml 
 
WS 7566 NUFFIELD PATTERN Stainless stell, length 150mm 
 
 WS 7567  STRAIGHT SPOON Stainless steel, spoon end. Length 200 mm 
 
 
PALETTE KNIVES 
Stainless steel on wood handle. Dimension given is  
length of the blade. Parallel sided bladed. 
WS 7568 100 mm 
WS 7569 150 mm 
WS 7570 200 mm 
 
RETORT STAND 
Complete with boss head, universal Clamp, base & Rod. 
WS 7571 Boss Head 
WS 7572 Universal Clamp 
WS 7573 Base and Rod 
 
RETORT RING 
Enamel finish 
WS 7574   50 mm O.D. 
WS 7575   68 mm O.D. 
WS 7576   81 mm O.D. 
WS 7577   98 mm O.D. 
WS 7578 116 mm O.D. 
WS 7579 122 mm O.D. 
WS 7580 75 mm c/w boss head 
 
FORCEP 
Stainless Steel, straight narrow flutes. 
 
Blunt ends   Sharp ends 
WS 7581 120 mm   WS 7586 120 mm 
WS 7582 150 mm   WS 7587 150 mm 
WS 7583 200 mm   WS 7588 200 mm 
WS 7584 250 mm   WS 7589 250 mm 
WS 7585 300 mm   WS 7589/1 300 mm 
 
WS 7590 Hollow Glass Rod, approx. size 7 mm dia. x 200 mm long. 
 
MAXIMUM AND MINIMUM THERMOMETERS SIXES PATTERN 
270 x 60 mm. Traditional ivory plastic case with lid and bulb protectors.  
Supplied with detachable magnet for resetting and mouting screws. 
 
Range     Ref.  Models 
 
- 30 / + 50 °C    P 3000  WS 7591 
- 30 / + 50 °C and - 20 / + 120 °F  P 3001  WS 7592 
- 10 / + 100 °C (High Range)   P 3002  WS 7593 
 
OVEN THERMOMETER 
70 mm. Stainless steel dial/case which hangs or stands. 
 
Range     Ref. 
 
80/270 °C and 175/540 °F   F 0120  WS 7594 

WS 7562 to WS 7565 

 

 

 

 

 

 



GENERAL LABORATORY APPARATUS 
 

WS 7591 TO WS 7612/9  Thermometers 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

GENERAL PURPOSE LABORATORY THERMOMETERS 
ZEAL 
 
  
305 mm. Mercury filled, 76 mm Immersion 
Range   Graduated White- back glass     Yellow- back glass 
 
 
- 10 / + 50 °C        0.5 °         L 0100 (WS 7595) L 0107 (WS 7601) 
- 10/+ 110 °C        0.5 °         L 0101 (WS 7596) L 0108 (WS 7602) 
- 10/+ 110 °C        1.0 °         L 0102 (WS 7597) L 0109 (WS 7603) 
- 10/+ 150 °C        1.0 °         L 0103 (WS 7598)       - 
- 10/+ 250 °C       2.0 °         L 0105 (WS 7599) L 0110 (WS 7604) 
- 10/+ 360 °C        1.0 °         L 0106 (WS 7600)       - 
 
152 mm. Mercury filled, Total Immersion 
 
 
- 10/ + 50 °C     1.0 °               -    L 0120 (WS 7605) 
- 10/+110 °C     1.0 °             -   L 0121 (WS 7606) 
- 10/+250 °C     5.0 °             -    L 0122 (WS 7607) 
- 10/+360 °C     5.0 °              -    L 0123 (WS 7608) 
 
305 mm. Red Spirit filled, 76 mm Immersion 
 
 
- 10/ + 50 °C     0.5 °               L 0130 (WS 7609)       - 
- 10/+110 °C      1.0 °             L 0131 (WS 7610)       - 
- 10/+150 °C      1.0 °             L 0132 (WS 7611)       - 
 
 
SPECIAL PURPOSE LABORATORY THERMOMETERS 
 
Instruments listed in the following section of the catalogue are made to the finest precision quality. Each is serially numbered and 
suitable for NAMAS or other National Calibration/ Certification. 
 
PRECISION, SUBDIVIDED THERMOMETERS 
 
White-back glass, Red Spirit filled, Total Immersion 
 
Range              Graduated     Length mm   Ref 
- 5/ + 50 °C  0.2 °        375           L 0500 (WS 7612/1) 
- 5/+105 °C  0.2 °        375           L 0501 (WS 7612/2) 
- 5/ + 50 °C  0.1 °        375           L 0502 (WS 7612/3) 
- 5/+105 °C  0.1 °        470           L 0503 (WS 7612/4) 
- 5/+150 °C  0.2 °        480           L 0504 (WS 7612/5) 
 
LOW RANGE THERMOMETERS 
 
White-back glass, Red Spirit filled, Total Immersion 
 
-100/+30 °C  1.0 °        350            L 1000 (WS 7612/6) 
 
HIGH RANGE THERMOMETERS 
 
Borosilicate glass, Mercury filled, 76 mm Immersion 
 
0/600 °C   2.0 °      400           L 1500 (WS 7612/7) 
 
MAXIMUM REGISTERING THERMOMETERS 
 
Constricted bore type, Mercury filled, 76 mm Immersion 
 
- 10/+110 °C 1.0 °       305           L 2000 (WS 7612/8) 
0 / 200 °C  1.0 °      305           L 2001 (WS 7612/9)-  

 

 



GENERAL LABORATORY APPARATUS 
 

WS 7612/10 to WS 7616  Thermometers & Water Still 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BRITISH STANDARDS 
 
BS1704 : 1951  (OLD SPECIFICATION) THERMOMETERS 
Range                   Graduated         Length mm    B.S. Ref       100 mm Immersion 
             Total Immersion 
- 120/  +   35 °C         1.0 °  360  GP35C         -        L 2508 (WS 7612/18) 
- 35  /  +  50 °C           0.5 °   305  GP50C   L 2500 (WS 7612/10)   L 2509 (WS 7612/19) 
- 5    / + 105 °C          1.0 °   305  GP105 x 1.0  L 2501 (WS 7612/11)   L  2510 (WS 7612/20) 
- 5    / + 105 °C          0.5 °  305  GP105 x 0.5  L 2502 (WS 7612/12)   L 2511 (WS 7612/21) 
- 5    / + 150 °C          1.0 °  305  GP150C   L 2503 (WS 7612/13)   L 2512 (WS 7612/22) 
- 5    / + 250 °C          1.0 °  305  GP250C   L 2504 (WS 7612/14)   L 2513 (WS 7612/23) 
- 5    / + 360 °C       1.0 °  360  GP360C   L 2505 (WS 7612/15)   L 2514 (WS 7612/24) 
- 5    / + 400 °C      2.0 °  305  GP 400C   L 2506 (WS 7612/16)   L 2515 (WS 7612/25) 
- 10  / + 510 °C      2.0 °  400  GP510C   L 2507 (WS 7612/17)         -  
 
BS 1704 : 1985 (ISO 1981) THERMOMETERS 
Solid stem, Mercury filled 
Range                Graduated   Length mm  B.S. Ref   75 mm Immersion 
        Total Immersion 
-100/+30 °C       1.0 °  305  A  -   L 2557 
-35  /+30 °C      0.5 °  305  B  L 2550   L 2558 
    0 /  60 °C        0.5 °  305  C  L 2551   L 2559 
    0 /100 °C      1.0 °  305  D  L 2552   L 2560 
    0 /160 °C       1.0 °   305  E  L 2553   L 2561 
    0 /250 °C      1.0 °  305  F  L 2554   L 2562 
    0 /360 °C       2.0 °  305  G  L 2555   L 2563 
    0 /500 °C       5.0 °  350  H  L 2556   L 2564 
 
WATER STILLS 
 
WS 7613 The 5 litres boiling flask is fitted with a 3 KW immersion coil heater with thermostatic cut-out to protect the still in  
the event of water supply failure and restarts automatically when the water supply is restored. A safety device necessary when the still is left 
unattended. The condenser is of the high efficient double coil type incorporating an anti-splash system in its base and a carbon dioxide bleeder tube. 
The WS4L Water Still produces low temperature and high purity distillate of approximately 4 litres/hour to meet the exacting requirements in the 
laboratory. POWER : 240 V, 50 Hz. The still is supplied complete with bench and wall mounting stand. 
 
WS 7614 Horizontal  thick wall borosilicate glass heat resistant glass boiler fitted with 3 KW chromium heater. High efficiency coil condenser for low 
temperature, high output distillate. Compact construction suitable for bench and wall ounting. Screw thread connectors to enable easy fitting or 
removal of hose safely. Built-in constant level device with a stopcock for drainage provides easy cleaning of boiler without dismantling. A thermostat 
built into the heater to protect water still in the event of water supply failure and automatically resets when the water supply is restor ed POWER 
SUPPLY : 220 V, 50 Hz. 
 
WS 7615 - WCS4L (with Silica Heater) 
WS 7616 - WCM4L (with Metal Heater) 
 
Robustly built epoxy-coated steel cabinet as protective housing adds a touch of elegence to the exquisite water still. 
Excellent quality glassware made from DURAN borosilicate glass, Germany. 
Horizontal thick-walled, heat resistant DURAN glass boiler fitted with two 1.5 kw silica heaters or one 3 kw chromium plated metal heater. High 
efficiency DURAN coil condenser ensures low temperature, high output quality distilate. 
Screwthread connectors enable easy fitting or removal of hoses safely and for leak free operation. 
Built-in constant level device with Schott Vendura-Nova valve for drainage provides efficient boiler operation, over flow protection and easy 
descaling without dismantling. 
Visual flow control valve for setting water supply input for maximum operation efficiency. 
Safety circuits cut off electrical power to heaters and trigger audio and visual alarms in the event of water supply failure or high boiler temperature. 
Safety circuits cut off electrical power to heaters and trigger audio and visual alarms in the event of water supply failure or high boiler temperature. 
Float switch activates safety circuits in the event of water supply failure. Automatically resets when water supply is restored. Temperatures sensitive 
thermal switch as back-up protection which activates safety circuits in the event of abnormally high boiler temperature. Automatically resets when 
boiler temperature returns to normal. 
High quality electrical components from reputable manufacturers meeting international specifications and standards. 
Suitable for bench or wall mounting. 



GENERAL LABORATORY APPARATUS 
 

WS 7617 TO WS 7644  Coating Thickness Gages & Laboratory Hardware 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

Positest Non-destructive measurement of non-magnetic coatings, 
paint, enamel, plastic, galvanizing, metalizing, plating, etc. ON STEEL. 
 
Accuracy 
·  Permanently calibrated 
·  Highly wear resistant Carbide Probes for longest life and continuously 

accuracy 
·  Refined magnet and balance arm assemblies, improved resolution 

and accuracy 
·  Removed center of dial cover for easy recalibration adjustment 
·  Modern and up-to-date Scale Ranges fit all applications 
 
Easy-To-Use 
·  Positive visual and audible indicators to designate when thickness 

reading is established 
·  “ V”  grooves in probe housing and Gage base to allow correct 

positioning on cylindrical objects 
·  Compact, lightweight, precisely balanced, independent of gravity - can 

be used in any position 
·  GO/NO-GO button can be preset for rapid measurement  
·  Probe contact and dial rotation all in a one-finger operation 
·  Furnished with wrist strap, neck strap and instructions in a high quality 

genuine leather case with belt loops for convenience 
 

Models 
Positest Scale FM (WS 7617) 
Scale : 0-80 mils 
Tolerance : ± 0.2 mils up to 4 mils 
                    ± 5 % of the reading over 4 mils 
 
Positest Scale F (WS 7618) 
Scale : 0-2000 microns 
Tolerance : ± 5 microns up to 100 microns 
                    ± 5 % of the reading over 20 microns 
 
Application : For dip galvanised, hard chrome 
metalizing, paint, enamel, plastic coatings on steel. 
 
Positest Scale GM (WS 7619) 
Scale : 0-8 mils 
Tolerance : ± 0.04 mils up to 0.8 mils 
                    ± 5 % of the reading over 0.8 mils 
 
Positest Scale G (WS 7620) 
Scale : ± 1 micron up to 20 microns 
            ± 5 % of the reading over 20 microns 
 
Application : For electroplating, thin paint films, 
phosphating on steel. 
 

Bunsen Burner 
WS 7621 Universal Bunsen Burner, for use 
with natural gas. Three air inlet ports with a 
regulator and adjustable baffle produce 
turbulence in gas flow when using liquefied 
petroleum gases. Height 150 mm, weight 450 
g. 
 
Rubber Tubing 
Cat No              I.D      O.D 
WS 7622     5mm     8mm 
WS 7623     5mm    13mm 
WS 7624  6.5mm   16.5mm 
WS 7625     7mm     10mm 
WS 7626     8mm     14mm 
WS 7627   10mm     14mm 
WS 7628   25mm   31.5mm 
All rubber tubing is priced per metre. 
 
Tongs 
WS 7629 Crucible tongs, straight 200 mm. 
 
WS 7630 Crucible tongs, bow type 200 mm 
long. 

WS 7631 Crucible tongs, 400 mm long. 
 
Gloves 
WS 7632 Heavy Duty Rubber Gloves. 
 
WS 7633 Gloves, latex rubber, size 6  1/2, 
(pack of 10 pairs) 
 
WS 7634 Gloves, latex rubber size 8  1/2. 
(pack of 10 pairs) 
 
WS 7635 Heat-resistant Gloves, with 
gauntlet. 
 
Bags 
WS 7636 Polythene Bag, 380x254mm 
 
WS 7637 Polythene Bag, 760x508mm 
 
WS 7638 Polythene Bag, 450x100mm 
 
Watches and Clocks 
WS 7639 Timer Clock, battery-operated. 
Easy-to-read digital 

display of hours, minutes and seconds. Timer 
counts down and sounds beeping tone. Clock 
functions independently of timer. Supplied 
complete with battery. Dimensions : 13L x 
64W x 58H mm. 
 
WS 7640 Stop Watch,  LCD quartz watch, 
features alarm, time/calender display. 30 
minutes count in 1/100 sec. Battery operated.  
Dimensions : 20Lx60Wx80H mm. 
 
WS 7641 Interval Time Ringer, up to 60 
minute period. Weight 400g. 
 
Buckets 
WS 7642 Rubber Bucket, 9 litres capacity 
 
WS 7643 Galvanised Bucket, 9 litres 
capacity 
 
WS 7644 Polythene Bucket, 15 litres 
capacity 
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WS 7681 Laboratory Hardware 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 

Containers and Trays  
 
WS 7681 
Moisture Content Tin, 75 mm diameter x 50 mm deep, 
aluminium alloy, 60 g capacity (unnumbered) complete 
with lid.  
Weight 12 g. 

 
Sample Trays 
heavy-duty galvanised steel, nesting. 

 
 
Cat. No lxwxh (mm) Weigh

t (kg) 
WS 7682 254x254x38 0.75 
WS 7683  306x306x38 1.10 
WS 7684 406x406x50 1.60 
WS 7685 460x460x50 1.90 
WS 7686 610x305x50 2.50 
WS 7687 610x610x50 2.60 
WS 
7687/1 

600x500x75 2.75 

WS 7688 760x460x63 3.00 
WS 7689 760x760x63 5.00 
WS 7690 910x610x76 5.50 
WS 7691 910x910x76 8.00 
WS 7692 
with 
handle 

1040x1040x
76 

12.00 
 

Quartering Trays 
Heavy-duty galvanised steel, one side removed to enable quatering 
of samples. 

 
Cat. No lxwxh (mm) Weight 

(kg) 
WS 7694 910x910x76 8.0 
WS 7694/1 900x900x80 8.1 
WS 7695 with handle 1040x1040x76 12.0 

 
Sample Trays 
Heavy-duty aluminium alloy trays 
 
Cat. No lxwxh 

(mm) 
Weight 

(kg) 
WS 7696 460x460x7

6 
2.0 

WS 7697 610x610x6
3 

3.0 

Weighing Bottles 
Glass, with stopper 
 
Cat. No Dia x height 

(mm) 
WS 7698 50 x 30 
WS 7699 40 x 80 
WS 7700 25 x 50 
 
WS 7001 
DIMENSI Maintenance Tool Kit, comprising a set of general tools to 
enable normal maintenance. 
 
WS 7002 DIMENSI Excavating Tools, comprising pick, axe and spade. 
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WS 7703 to WS 7716 Constant Tempreture Water Bath & safety Cage & ratary Eveporator 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

WS 7703 Constant Temperature Water Bath 
The tank is made of stainless steel, containing in a sturdy outer case. 
 
Features the digital display of actual value, autodiagnostic system 
with fault indication and overheat safety device with fixed cut out. 
Capacity : 12 litres 
 
Temperature range : Ambient to 85 °C ± 0.05 °C 
Dimensions : 240 x 250 mm (working area) 
 
WS 7704 Constant Temperature Water Bath 
The tank is made of stainless steel, containing in a sturdy outer case. 
Features the digital display of actual value, autodiagnostic system 
with fault indication and overheat safety device with fixed cut out. 
Capacity : 18 litres 
Temperature range : Ambient to 85 °C ± 0.05 °C 
Dimensions : 430 x 250 mm (working area) 
 
WS 7705 Constant Temperature Water Bath 

The tank is made of stainless steel, containing in a sturdy outer 
case. 
Features the digital display of actual value, autodiagnostic system 
with fault indication and overheat safety device with fixed cut out. 
Capacity : 48 litres 
Temperature range : Ambient to 85 °C ± 0.05 °C 
Dimensions : 460 x 330 mm (working area) 
 
WS 7706 DIMENSI Safety cage for desiccator. 
The tank is made of stainless steel, containing in a sturdy outer 
case. 
Features the digital display of actual value, autodiagnostic system 
with fault indication and overheat safety device with fixed cut out. 
Capacity : 48 litres 
Temperature range : Ambient to 85 °C ± 0.05 °C 
Dimensions : 460 x 330 mm (working area) 

Rotary Evaporator 
A high performance evaporator suitable for : 
·  Concentration of solutions at atmospheric or reduced pressure * Reclamation of solvents 
·  Degassing of liquids     * Vacuum-drying wet solids 
 
Includes electrically operated lift with touch button control, and spakless induction motor with solid state control maintaining constant torque at all 
speed settings. In use, the material distilled only contacts glass or PTFE, avoiding contamination and corrosion problems. The vacuum seal is 
protected by a PTFE defence system. A feed tube permits continuos addition of material to the rotating flask. The condenser is fitted with plastic 
screwthread connectors for safe connection to water hoses. Both the evaporator and accessory water bath have been designed to meet the most 
demanding electrical safety regulations including ESCHLE 
 
Specifications 
Speed Range  20-190rpm 
Vacuum tighness  less than 1 Torr (1.3bar) 
Raising distance  90mm, by electrical lift, With an extra 60 mm manual 
Voltage   220-240V, 50Hz, 1pH 
Power   65W 
 

WS 7707 Rotary Evaporator With integral electric lift and glassware. Speed range 20-190 rpm. For 220-240V, 50Hz, 1pH, 65W. 
 
WS 7708 Water Bath With thermostatic control from ambient to 95°C and safety cut-out. Diameter 220 mm. Approx. capacity 4 litres. For 220-240V, 

50Hz, 1pH, 1250W 
 
Spares 
WS 7709  Vapour tube  WS 7710 Receiving flask, 1000 ml WS 7711 Condenser 
WS 7712 Feed tube/aeration stopcock WS 7713 Vacuum seal  WS 7714 Rotating flask, florentine shape 1000 ml  
 WS 7715 Conical joint clip, 29/32 WS 7716 Spherical joint clip, S35 
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WS 7751 to WS 7746 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

WS 7747 Six Gang Hand Tally Counter 
 
WS 7748 Safety Vest 
 
WS 7749 Colour Cone 
 
WS 7750 Measuring Wheel ( Through Meter). Able to 
measure road distance. Rugged construction, with counter, 
handle approximately 1 m length measuring eange 1 cm to 
1 km. 
 
WS 7751 Magnetic stand with adjustable rod  
 
WS 7752 Absorbent cloth 
 
WS 7753 Chattaway spatula, 125 mm long 
 
WS 7754 Silica Gel. Pack of 1 kg bottle 
 
WS 7755 Hydrometer range 1.150 to 1.200 
 
WS 7756 Sodium sulphate solution 
 
WS 7757 Incubator, 600 x 600 x 1200 mm dimension. Able 
to maintain temperature at 21 °C. 
 
WS 7758 Sodium hexametaphosphate 
 

 

 

 


